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Plastic 
Body & Collar

Brass
Body & Collar

Tube Ø Thread NPT Thread NPT Thread

1/8”

10-32UNF PCF1/8-U

1/8 PCF1/8-N1

1/4 PCF1/8-N2

5/32” 
(4mm)

1/8 PCF5/32-N1 BCF5/32-N1

1/4 PCF5/32-N2 BCF5/32-N2

1/4”
1/8 PCF1/4-N1 BCF1/4-N1

1/4 PCF1/4-N2 BCF1/4-N2

5/16” 
(8mm)

1/8 PCF5/16-N1 BCF5/16-N1

1/4 PCF5/16-N2 BCF5/16-N2

3/8 PCF5/16-N3 BCF5/16-N3

3/8”
1/4 PCF3/8-N2 BCF3/8-N2

3/8 PCF3/8-N3 BCF3/8-N3

1/2”
1/4 PCF1/2-N2 BCF1/2-N2

1/2 PCF1/2-N3 BCF1/2-N3

Plastic 
Body & Collar

Tube Ø Thread NPT Thread
5/32” 

(4mm)
10-32UNF POC5/32-U

1/8 POC5/32-N1

1/4”

10-32UNF POC1/4-U

1/8 POC1/4-N1

1/4 POC1/4-N2

5/16” 
(8mm)

1/8 POC5/16-N1

1/4 POC5/16-N2

3/8 POC5/16-N3

3/8”

1/4 POC3/8-N2

3/8 POC3/8-N3

1/2 POC3/8-N4

1/2”

1/4 POC1/2-N2

3/8 POC1/2-N3

1/2 POC1/2-N4

Tube Ø Model
1/8” PM1/8

5/32”(4mm) PM5/32

6mm PM06

1/4” PM1/4

5/16 (8mm) PM5/16

3/8” PM3/8

10mm PM10

12mm PM12

1/2” PM1/2

Tube Ø Model

1/8” JSU1/8

5/32” (4mm) JSU5/32

3/16” JSU3/16

6mm JSU06

1/4” JSU1/4

5/16” JSU5/16

3/8” JSU3/8

10mm JSU10

12mm JSU12

1/2” JSU1/2

Tube Ø Model
1/8” PU1/8

5/32”(4mm) PU5/32

6mm PU06

1/4” PU1/4

5/16 (8mm) PU5/16

3/8” PU3/8

10mm PU10

12mm PU12

1/2” PU1/2

Tube Ø Model
1/8” PE1/8

5/32”(4mm) PE5/32

6mm PE06

1/4” PE1/4

5/16 (8mm) PE5/16

3/8” PE3/8

10mm PE10

12mm PE12

1/2” PE1/2

Tube Ø Model
1/8” PY1/8

5/32”(4mm) PY5/32

6mm PY06

1/4” PY1/4

5/16 (8mm) PY5/16

3/8” PY3/8

10mm PY10

12mm PY12

1/2” PY1/2

Tube Ø Model
1/8” PZA1/8

5/32”(4mm) PZA5/32

6mm PZA06

1/4” PZA1/4

5/16 (8mm) PZA5/16

3/8” PZA3/8

10mm PZA10

12mm PZA12

1/2” PZA1/2

Tube Ø Model
1/8” PV1/8

5/32”(4mm) PV5/32

6mm PV06

1/4” PV1/4

5/16 (8mm) PV5/16

3/8” PV3/8

10mm PV10

12mm PV12

1/2” PV1/2

Tube Ø Model
1/8” PP1/8

5/32”(4mm) PP5/32

6mm PP06

1/4” PP1/4

5/16 (8mm) PP5/16

3/8” PP3/8

10mm PP10

12mm PP12

1/2” PP1/2

Tube Ø Model
1/8” PLJ1/8

5/32”(4mm) PLJ5/32

6mm PLJ06

1/4” PLJ1/4

5/16 (8mm) PLJ5/16

3/8” PLJ3/8

10mm PLJ10

12mm PLJ12

1/2” PLJ1/2

SPECIFICATIONS

Fluid Medium Air or Inert Gases

Working Pressure

Plastic Body Series - 14.7 to 150psi(g) / 10bar

Brass Body Series - 14.7 to 176psi(g) / 12bar

316SS Body Series - 14.7 to 290psi(g) / 20bar

Proof Pressure 450psi(g) / 30bar(g)

Vacuum Duty 29.5”Hg / 27mbar(a)

Thread Sealant Pre Coated on NPT & BSPT (not 316SS)

Tube Ø Model
1/8” PYJ1/8

5/32”(4mm) PYJ5/32

6mm PYJ06

1/4” PYJ1/4

5/16 (8mm) PYJ5/16

3/8” PYJ3/8

10mm PYJ10

12mm PYJ12

1/2” PYJ1/2

Tube Ø Model
1/8” PIJ1/8

5/32”(4mm) PIJ5/32

6mm PIJ06

1/4” PIJ1/4

5/16 (8mm) PIJ5/16

3/8” PIJ3/8

10mm PIJ10

12mm PIJ12

1/2” PIJ1/2

Model ØD1 ØD2
PIG3/16-5/32 3/16” 5/32”

PIG1/4-5/32 1/4” 5/32”

PIG1/4-3/16 1/4” 3/16”

PIG5/16-1/4 5/16” 1/4”

PIG3/8-5/16 3/8” 5/16”

PIG1/2-3/8 1/2” 3/8”

PIG06-04 6mm 4mm

PIG08-06 8mm 6mm

PIG10-08 10mm 8mm

PIG12-10 12mm 10mm

PIG16-12 16mm 12mm

Model ØD1 ØD2
PGJ1/4-5/32 1/4”

5/32”
PGJ5/16-5/32

5/16”
PGJ5/16-1/4

1/4”
PGJ3/8-1/4

3/8”
PGJ3/8-5/16 5/16”

PGJ1/2-1/4

1/2”

1/4”

PGJ1/2-5/16 5/16”

PGJ1/2-3/8 3/8”

PGJ06-04 6mm 4mm

PGJ08-06 8mm
6mm

PGJ10-06
10mm

PGJ10-08 8mm

PGJ12-06

12mm

6mm

PGJ12-08 8mm

PGJ12-10 10mm

Model ØD1 ØD2
PLGJ3/16-5/32 3/16”

5/32”
PLGJ1/4-5/32

1/4”
PLGJ1/4-3/16 3/16”

PLGJ5/16-1/4 5/16” 1/4”

PLGJ3/8-5/16 3/8” 5/16”

PLGJ1/2-3/8 1/2” 3/8”

PLGJ06-04 6mm 4mm

PLGJ08-06 8mm 6mm

PLGJ10-08 10mm 8mm

PLGJ12-10 12mm 10mm

Model ØD1 ØD2
PWJ1/4-5/32 1/4” 5/32”

PWJ5/16-1/4 5/16” 1/4”

PWJ3/8-5/16 3/8” 5/16”

PWJ1/2-3/8 1/2” 3/8”

PWJ06-04 6mm 4mm

PWJ08-06 8mm 6mm

PWJ10-08 10mm 8mm

PWJ12-10 12mm 10mm

Model ØD1 ØD2
PW1/4-5/32 1/4” 5/32”

PW5/16-1/4 5/16” 1/4”

PW3/8-5/16 3/8” 5/16”

PW1/2-3/8 1/2” 3/8”

PW06-04 6mm 4mm

PW08-06 8mm 6mm

PW10-08 10mm 8mm

PW12-10 12mm 10mm

Model ØD1 ØD2
PG3/16-5/32 3/16” 5/32”

PG5/32-1/8 5/32” 1/8”

PG1/4-5/32
1/4”

5/32”

PG1/4-3/16 3/16”

PG5/16-1/4 5/16” 1/4”

PG3/8-5/16 3/8” 5/16”

PG1/2-3/8 1/2” 3/8”

PG06-04 6mm 4mm

PG08-06 8mm 6mm

PG10-08 10mm 8mm

PG12-10 12mm 10mm

PG16-12 16mm 12mm

Plastic 
Body & Collar

Tube Ø Thread NPT Thread

1/8”
10-32UNF PH1/8-U

1/8 PH1/8-N1

5/32” 
(4mm)

10-32UNF PH5/32-U

1/8 PH5/32-N1

1/4”
1/8 PH1/4-N1

1/4 PH1/4-N2

5/16” 
(8mm)

1/8 PH5/16-N1

1/4 PH5/16-N2

3/8 PH5/16-N3

3/8”
3/8 PH3/8-N3

1/2 PH3/8-N4

1/2”
3/8 PH1/2-N3

1/2 PH1/2-N4

Plastic 
Body & Collar

Tube Ø Thread NPT Thread

1/8”
10-32UNF PHF1/8-U

1/8 PHF1/8-N1

5/32” 
(4mm)

10-32UNF PHF5/32-U

1/8 PHF5/32-N1

1/4”
1/8 PHF1/4-N1

1/4 PHF1/4-N2

5/16” 
(8mm)

1/8 PHF5/16-N1

1/4 PHF5/16-N2

3/8 PHF5/16-N3

3/8”
3/8 PHF3/8-N3

1/2 PHF3/8-N4

1/2”
3/8 PHF1/2-N3

1/2 PHF1/2-N4

Plastic 
Body & Collar

Tube Ø Thread NPT Thread

1/8”
10-32UNF PLF1/8-U

1/8 PLF1/8-N1

5/32” 
(4mm)

10-32UNF PLF5/32-U

1/8 PLF5/32-N1

1/4”
1/8 PLF1/4-N1

1/4 PLF1/4-N2

5/16” 
(8mm)

1/8 PLF5/16-N1

1/4 PLF5/16-N2

3/8 PLF5/16-N3

3/8”
3/8 PLF3/8-N3

1/2 PLF3/8-N4

1/2”
3/8 PLF1/2-N3

1/2 PLF1/2-N4

Plastic 
Body & Collar

Tube Ø Thread NPT Thread
1/8” 1/8 PMF1/8-N1

5/32” 1/8 PMF5/32-N1

1/4”
1/8 PMF1/4-N1

1/4 PMF1/4-N2

5/16 
(8mm)

1/8 PMF5/16-N1

1/4 PMF5/16-N2

3/8 PMF5/16-N3

3/8”
1/4 PMF3/8-N2

3/8
PMF3/8-N3

1/2”
PMF1/2-N3

1/2 PMF1/2-N4

Tube Ø Thread
NPT

Thread

1/8”
10-32UNF JSC1/8-U

1/8 JSC1/8-N1

5/32”
10-32UNF JSC5/32-U

1/8 JSC5/32-N1

1/4”

10-32UNF JSC1/4-U

1/8 JSC1/4-N1

1/4 JSC1/4-N2

3/8 JSC1/4-N3

5/16”

1/8 JSC5/16-N1

1/4 JSC5/16-N2

3/8 JSC5/16-N3

3/8”

1/4 JSC3/8-N2

3/8 JSC3/8-N3

1/2 JSC3/8-N4

1/2”
3/8 JSC1/2-N3

1/2 JSC1/2-N4

Tube Ø Thread
BSPT (R)
Thread

BSPP (G)
Thread

4mm
1/8 JSC04-01 JSC04-G01

1/4 JSC04-02 JSC04-G02

6mm

1/8 JSC06-01 JSC06-G01

1/4 JSC06-02 JSC06-G02

3/8 JSC06-03 JSC06-G03

1/2 JSC06-04 JSC06-G04

8mm

1/8 JSC08-01 JSC08-G01

1/4 JSC08-02 JSC08-G02

3/8 JSC08-03 JSC08-G03

1/2 JSC08-04 JSC08-G04

10mm

1/8 JSC10-01 JSC10-G01

1/4 JSC10-02 JSC10-G02

3/8 JSC10-03 JSC10-G03

1/2 JSC10-04 JSC10-G04

12mm

1/4 JSC12-02 JSC12-G02

3/8 JSC12-03 JSC12-G03

1/2 JSC12-04 JSC12-G04

WHAT THREAD DO I HAVE?
Outside 

Thread Ø
Internal 

Thread Ø
Thread 

Size
Tapered Straight

Ø5mm Ø4.0mm 10-32UNF
or M5 n/a 10-32UNF

or M5

Ø8mm Ø6.0mm 1/16NPT 1/16NPT n/a

Ø10mm Ø8.5mm 1/8 1/8NPT or
1/8BSPT 1/8BSPP

Ø13mm Ø11.0mm 1/4 1/4NPT or
1/4BSPT 1/4BSPP

Ø16.5mm Ø14.0mm 3/8 3/8NPT or
3/8BSPT 3/8BSPP

Ø21mm Ø17.5mm 1/2 1/2NPT or
1/2BSPT 1/2BSPP

IMPERIAL TO METRIC CONVERSION TABLE
multiply by to get multiply by to get

mm 0.3937 inches inches 25.4 mm

bar 14.7 psi psi 0.068 bar

kPa 0.147 psi psi 6.8 kPa

MPa 147 psi psi 0.00689476 mPa

m³/hr 0.589 cfm cfm 1.7 m³/hr

l/min 0.0353 cfm cfm 28.316 l/min

l/sec 2.123 cfm cfm 0.47 l/min

NPT THREAD
Thread Taper 1° 47’

Thread Angle 60°

Thread Crest & Root Flat

BSPT THREAD
Thread Taper 1° 47’

Thread Angle 55°

Thread Crest & Root Radius

BSPP THREAD
Thread Taper 0°

Thread Angle 55°

Thread Crest & Root Radius

Plastic 
Body & Collar

Brass
Body & Collar

SS316
Body & Collar

Tube Ø Thread
Universal 
Thread

NPT 
Thread

Universal 
Thread

NPT 
Thread NPT Thread

1/8”

10-32UNF PC1/8-U BC1/8-U SC1/8-U

1/8 PC1/8-U01 PC1/8-N1 BC1/8-U01 BC1/8-N1 SC1/8-N1

1/4 PC1/8-U02 PC1/8-N2 BC1/8-U02 BC1/8-N2 SC1/8-N2

5/32” 
(4mm)

10-32UNF PC5/32-U BC5/32-U SC5/32-U

1/8 PC5/32-U01 PC5/32-N1 BC5/32-U01 BC5/32-N1 SC5/32-N1

1/4 PC5/32-U02 PC5/32-N2 BC5/32-U02 BC5/32-N2 SC5/32-N2

6mm

1/8 PC06-U01 BC06-U01

1/4 PC06-U02 BC06-U02

3/8 PC06-U03 BC06-U03

1/4”

10-32UNF PC1/4-U BC1/4-U

1/8 PC1/4-U01 PC1/4-N1 BC1/4-U01 BC1/4-N1 SC1/4-N1

1/4 PC1/4-U02 PC1/4-N2 BC1/4-U02 BC1/4-N2 SC1/4-N2

3/8 PC1/4-U03 PC1/4-N3 BC1/4-U03 BC1/4-N3 SC1/4-N3

5/16” 
(8mm)

1/8 PC5/16-U01 PC5/16-N1 BC5/16-U01 BC5/16-N1 SC5/16-N1

1/4 PC5/16-U02 PC5/16-N2 BC5/16-U02 BC5/16-N2 SC5/16-N2

3/8 PC5/16-U03 PC5/16-N3 BC5/16-U03 BC5/16-N3 SC5/16-N3

3/8”

1/8 PC3/8-U01 PC3/8-N1 BC3/8-U01 BC3/8-N1 SC3/8-N1

1/4 PC3/8-U02 PC3/8-N2 BC3/8-U02 BC3/8-N2 SC3/8-N2

3/8 PC3/8-U03 PC3/8-N3 BC3/8-U03 BC3/8-N3 SC3/8-N3

1/2 PC3/8-U04 PC3/8-N4 BC3/8-U04 BC3/8-N4 SC3/8-N4

10mm

1/8 PC10-U01 BC10-U01

1/4 PC10-U02 BC10-U02

3/8 PC10-U03 BC10-U03

1/2 PC10-U04 BC10-U04

12mm

1/4 PC12-U02 BC12-U02

3/8 PC12-U03 BC12-U03

1/2 PC12-U04 BC12-U04

1/2”

1/4 PC1/2-U02 PC1/2-N2 BC1/2-U02 BC1/2-N2 SC1/2-N2

3/8 PC1/2-U03 PC1/2-N3 BC1/2-U03 BC1/2-N3 SC1/2-N3

1/2 PC1/2-U04 PC1/2-N4 BC1/2-U04 BC1/2-N4 SC1/2-N4

MALE STRAIGHT STUD

Plastic 
Body & Collar

Brass
Body & Collar

SS316
Body & Collar

Tube Ø Thread
Universal 
Thread

NPT 
Thread

Universal 
Thread

NPT 
Thread NPT Thread

1/8”

10-32UNF PB1/8-U BB1/8-U

1/8 PB1/8-U01 PB1/8-N1 BB1/8-U01 BB1/8-N1

1/4 PB1/8-U02 PB1/8-N2 BB1/8-U02 BB1/8-N2

5/32” 
(4mm)

10-32UNF PB5/32-U BB5/32-U

1/8 PB5/32-U01 PB5/32-N1 BB5/32-U01 BB5/32-N1 SB5/32-N1

1/4 PB5/32-U02 PB5/32-N2 BB5/32-U02 BB5/32-N2 SB5/32-N2

6mm

1/8 PB06-U01 BB06-U01

1/4 PB06-U02 BB06-U02

3/8 PB06-U03 BB06-U03

1/4”

10-32UNF PB1/4-U BB1/4-U

1/8 PB1/4-U01 PB1/4-N1 BB1/4-U01 BB1/4-N1 SB1/4-N1

1/4 PB1/4-U02 PB1/4-N2 BB1/4-U02 BB1/4-N2 SB1/4-N2

3/8 PB1/4-U03 PB1/4-N3 BB1/4-U03 BB1/4-N3 SB1/4-N3

5/16” 
(8mm)

1/8 PB5/16-U01 PB5/16-N1 BB5/16-U01 BB5/16-N1 SB5/16-N1

1/4 PB5/16-U02 PB5/16-N2 BB5/16-U02 BB5/16-N2 SB5/16-N2

3/8 PB5/16-U03 PB5/16-N3 BB5/16-U03 BB5/16-N3 SB5/16-N3

3/8”

1/8 PB3/8-U01 PB3/8-N1 BB3/8-U01 BB3/8-N1 SB3/8-N1

1/4 PB3/8-U02 PB3/8-N2 BB3/8-U02 BB3/8-N2 SB3/8-N2

3/8 PB3/8-U03 PB3/8-N3 BB3/8-U03 BB3/8-N3 SB3/8-N3

1/2 PB3/8-U04 PB3/8-N4 BB3/8-U04 BB3/8-N4 SB3/8-N4

10mm

1/8 PB10-U01 BB10-U01

1/4 PB10-U02 BB10-U02

3/8 PB10-U03 BB10-U03

1/2 PB10-U04 BB10-U04

12mm

1/4 PB12-U02 BB12-U02

3/8 PB12-U03 BB12-U03

1/2 PB12-U04 BB12-U04

1/2”

1/4 PB1/2-U02 PB1/2-N2 BB1/2-U02 BB1/2-N2 SB1/2-N2

3/8 PB1/2-U03 PB1/2-N3 BB1/2-U03 BB1/2-N3 SB1/2-N3

1/2 PB1/2-U04 PB1/2-N4 BB1/2-U04 BB1/2-N4 SB1/2-N4

MALE BRANCH TEE

Plastic 
Body & Collar

Brass
Body & Collar

SS316
Body & Collar

Tube Ø Thread
Universal 
Thread

NPT 
Thread

Universal 
Thread

NPT 
Thread NPT Thread

1/8”

10-32UNF PL1/8-U BL1/8-U SL1/8-U

1/8 PL1/8-U01 PL1/8-N1 BL1/8-U01 BL1/8-N1 SL1/8-N1

1/4 PL1/8-U02 PL1/8-N2 BL1/8-U02 BL1/8-N2 SL1/8-N2

5/32” 
(4mm)

10-32UNF PL5/32-U BL5/32-U SL5/32-U

1/8 PL5/32-U01 PL5/32-N1 BL5/32-U01 BL5/32-N1 SL5/32-N1

1/4 PL5/32-U02 PL5/32-N2 BL5/32-U02 BL5/32-N2 SL5/32-N2

6mm

1/8 PL06-U01 BL06-U01

1/4 PL06-U02 BL06-U02

3/8 PL06-U03 BL06-U03

1/4”

10-32UNF PL1/4-U BL1/4-U

1/8 PL1/4-U01 PL1/4-N1 BL1/4-U01 BL1/4-N1 SL1/4-N1

1/4 PL1/4-U02 PL1/4-N2 BL1/4-U02 BL1/4-N2 SL1/4-N2

3/8 PL1/4-U03 PL1/4-N3 BL1/4-U03 BL1/4-N3 SL1/4-N3

5/16” 
(8mm)

1/8 PL5/16-U01 PL5/16-N1 BL5/16-U01 BL5/16-N1 SL5/16-N1

1/4 PL5/16-U02 PL5/16-N2 BL5/16-U02 BL5/16-N2 SL5/16-N2

3/8 PL5/16-U03 PL5/16-N3 BL5/16-U03 BL5/16-N3 SL5/16-N3

3/8”

1/8 PL3/8-U01 PL3/8-N1 BL3/8-U01 BL3/8-N1 SL3/8-N1

1/4 PL3/8-U02 PL3/8-N2 BL3/8-U02 BL3/8-N2 SL3/8-N2

3/8 PL3/8-U03 PL3/8-N3 BL3/8-U03 BL3/8-N3 SL3/8-N3

1/2 PL3/8-U04 PL3/8-N4 BL3/8-U04 BL3/8-N4 SL3/8-N4

10mm

1/8 PL10-U01 BL10-U01

1/4 PL10-U02 BL10-U02

3/8 PL10-U03 BL10-U03

1/2 PL10-U04 BL10-U04

12mm

1/4 PL12-U02 BL12-U02

3/8 PL12-U03 BL12-U03

1/2 PL12-U04 BL12-U04

1/2”

1/4 PL1/2-U02 PL1/2-N2 BL1/2-U02 BL1/2-N2 SL1/2-N2

3/8 PL1/2-U03 PL1/2-N3 BL1/2-U03 BL1/2-N3 SL1/2-N3

1/2 PL1/2-U04 PL1/2-N4 BL1/2-U04 BL1/2-N4 SL1/2-N4

MALE SWIVEL ELBOW

Plastic 
Body & Collar

Brass
Body & Collar

SS316
Body & Collar

Tube Ø Thread
Universal 
Thread

NPT 
Thread

Universal 
Thread

NPT 
Thread NPT Thread

1/8”

10-32UNF PD1/8-U BD1/8-U

1/8 PD1/8-U01 PD1/8-N1 BD1/8-U01 BD1/8-N1

1/4 PD1/8-U02 PD1/8-N2 BD1/8-U02 BD1/8-N2

5/32” 
(4mm)

10-32UNF PD5/32-U BD5/32-U

1/8 PD5/32-U01 PD5/32-N1 BD5/32-U01 BD5/32-N1 SD5/32-N1

1/4 PD5/32-U02 PD5/32-N2 BD5/32-U02 BD5/32-N2 SD5/32-N2

6mm

1/8 PD06-U01 BD06-U01

1/4 PD06-U02 BD06-U02

3/8 PD06-U03 BD06-U03

1/4”

10-32UNF PD1/4-U BD1/4-U

1/8 PD1/4-U01 PD1/4-N1 BD1/4-U01 BD1/4-N1 SD1/4-N1

1/4 PD1/4-U02 PD1/4-N2 BD1/4-U02 BD1/4-N2 SD1/4-N2

3/8 PD1/4-U03 PD1/4-N3 BD1/4-U03 BD1/4-N3 SD1/4-N3

5/16” 
(8mm)

1/8 PD5/16-U01 PD5/16-N1 BD5/16-U01 BD5/16-N1 SD5/16-N1

1/4 PD5/16-U02 PD5/16-N2 BD5/16-U02 BD5/16-N2 SD5/16-N2

3/8 PD5/16-U03 PD5/16-N3 BD5/16-U03 BD5/16-N3 SD5/16-N3

3/8”

1/8 PD3/8-U01 PD3/8-N1 BD3/8-U01 BD3/8-N1 SD3/8-N1

1/4 PD3/8-U02 PD3/8-N2 BD3/8-U02 BD3/8-N2 SD3/8-N2

3/8 PD3/8-U03 PD3/8-N3 BD3/8-U03 BD3/8-N3 SD3/8-N3

1/2 PD3/8-U04 PD3/8-N4 BD3/8-U04 BD3/8-N4 SD3/8-N4

10mm

1/8 PD10-U01 BD10-U01

1/4 PD10-U02 BD10-U02

3/8 PD10-U03 BD10-U03

1/2 PD10-U04 BD10-U04

12mm

1/4 PD12-U02 BD12-U02

3/8 PD12-U03 BD12-U03

1/2 PD12-U04 BD12-U04

1/2”

1/4 PD1/2-U02 PD1/2-N2 BD1/2-U02 BD1/2-N2 SD1/2-N2

3/8 PD1/2-U03 PD1/2-N3 BD1/2-U03 BD1/2-N3 SD1/2-N3

1/2 PD1/2-U04 PD1/2-N4 BD1/2-U04 BD1/2-N4 SD1/2-N4

MALE RUN TEE

BS

Please note that the above dimensions are approximate and a guide only.  
The outside diameter of a pipe thread does not correspond to the pipe size 
designation.  For example a 1/8NPT thread is assuming the internal bore size 
of the pipe is 1/8” diameter.  Therefore the actual diameter of the pipe would 
have to be larger than 1/8” to accommodate this hole.  

FEMALE STRAIGHT STUDROUND STRAIGHT 
STUD

BULKHEAD
UNION

INLINE FLOW 
CONTROLS

UNION 
STRAIGHT

UNION TEE UNION Y UNION CROSS UNION ELBOW MALE PLUG PLUG IN 
ELBOW

PLUG IN Y NIPPLE

REDUCING 
NIPPLE

PLUG IN 
REDUCER

PLUG IN
REDUCING
ELBOW

PLUG IN
REDUCING Y

REDUCING
UNION Y

REDUCING UNION 
STRAIGHT

Plastic 
Body & Collar

Tube Ø Thread
Universal 
Thread

NPT 
Thread

1/8”
10-32UNF PX1/8-U

1/8 PX1/8-U01 PX1/8-N1

5/32” 
(4mm)

10-32UNF PX5/32-U
1/8 PX5/32-U01 PX5/32-N1
1/4 PX5/32-U02 PX1/4-N1

6mm
1/8 PX06-U01
1/4 PX06-U02

1/4”
1/8 PX1/4-U01 PX1/4-N2
1/4 PX1/4-U02 PX1/4-N3

5/16 
(8mm)

1/8 PX5/16-U01 PX5/16-N1
1/4 PX5/16-U02 PX5/16-N2
3/8 PX5/16-U03 PX5/16-N3

3/8”
1/4 PX3/8-U02 PX3/8-N2
3/8 PX3/8-U03 PX3/8-N3
1/2 PX3/8-U04 PX3/8-N4

Plastic 
Body & Collar

Tube Ø Thread
Universal 
Thread

NPT 
Thread

10mm
1/4 PX10-U02
3/8 PX10-U03
1/2 PX10-U04

12mm
1/4 PX12-U02
3/8 PX12-U03
1/2 PX12-U04

1/2”
1/4 PX1/2-U02 PLL1/2-N2
3/8 PX1/2-U03 PLL1/2-N3
1/2 PX1/2-U04 PLL1/2-N4

P
Body

BRANCH SWIVEL Y BANJO ELBOW BANJO FEMALE
ELBOW

FEMALE ELBOW FEMALE BULKHEAD

ØD1

ØD1 ØD1 ØD1

ØD1
ØD1

ØD2

ØD2 ØD2

ØD2 ØD2 ØD2

INCH | METRIC | NPT | UNIVERSAL | BSPP(G)

PUSH TO CONNECT FITTINGS
P C 

THREAD TYPE & SIZE
TUBING SIZE
FITTING TYPE
FITTING MATERIAL

1/4 N1-

NPT FLOW
CONTROLS

PROCESS
VALVES

SWITCHES &
SENSORS

FRLs

SUCTION 
CUPS

MUFFLERS & 
SILENCERS

VACUUM
VENTURI

PLACE YOUR 
CARD HERE

BSP FLOW CONTROLS
Serving the North American pneumatics user since 2005

pneuforce.com is part of Vacuforce LLC
a fl uid power technology company

Vacuforce LLC
933 Western Drive, Indianapolis IN 46241

www.vacuforce.com  |  1.866.280.3766
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